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Product Features 

Applications 

DLC approved, cUL listed 

Frosted glass lens, Aluminum end caps  

Directly replaces T8 linear fluorescent   

Lifetime exceeds 50,000 hrs (L70) 

 

CRI: 83, Beam angle: 220° 

Uniform and soft luminance panel  

Operates on most Instant Start Ballast with input voltage pf 120-277V 

and 347V 

 

Commercial / Retail locations / Industrial  
For use in Offices, Show-rooms, Stores, etc.  

Warranty 

5-year warranty  

LED DIRECT FIT T8 TUBE 

Ordering Information  Example:  LMR/LMRLEDT813W4FT35K 

    LMR - 

   Fixture Type       Size   Wattage          Feet            Voltage         

    
   LED 

    
   T8 

    
   13W    4FT   MV (120-347) 

    CCT (K)  

  3500K 
  4000K 
  5000K 

Specifications 

Model Number DLC 
Wattage

(W) 

Input Voltage  

(V) 
Lumens CCT (K) 

Beam 

Spread 
CRI 

LMR/LMRLEDT813W4FT35K Y 13W 
120-277V, 

347V 

3500K 

220°  83 
1,800  

LMR/LMRLEDT813W4FT40K Y 13W 4000K 

LMR/LMRLEDT813W4FT50K Y 13W 1,900  5000K 

LWilson
Highlight


